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A.  INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE WITH A 60 FT. MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS, _ Ny I W (z 54a d " LI 6 MILL RD
VIDEO DETECTION CAMERA, 15 FT. LIGHTING ARM, LED LUMINAIRE AND PHOTOCELL. INSTALL COUNTDOWN PEDESTRIAN oy o & Z I ‘ = TO WALKER
SIGNAL. (NOTE: INSTALL 2-3 IN. PVC SCHEDULE 80 CONDUIT BEND). _ AT &t B L e O o e e R | gie: WA N N 52 —
B. INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE (CUT TO 21') WITH 70 FT.MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS 3 54b AN 7 v v A
AND VIDEO DETEGTION CAMERA. (NOTE: INSTALL 2-3 IN. PVC SCHEDULE 80 CONDUIT BEND). 9 A AL E)  RIGHT OF WAY LINE GENERAL NOTES:
C. INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE (CUT TO 21') WITH 50 FT. MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS 5y ————— P ————————— | % 1. VIDEQ CAMERA LOCATIONALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
AND VIDEO DETECTION CAMERAS. (NOTE: INSTALL 2-3 IN. PVC SCHEDULE 80 CONDUIT BEND). BNy Y 4 ‘ A) |UTILTTY HEIGHTS: 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION.
D. INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE (CUT TO 21') WITH 70 FT.MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS AND e 20 P . s FIBER OPTIC - 22'-2" 3. THE CONTRACTOR SHALL INVENTORY ALL EXISTING PAVEMENT MARKINGS BEFORE GRINDING. FINAL PAVEMENT MARKINGS SHALL BE -
VIDEO DETECTION CAMERA. INSTALL COUNTDOWN PEDESTRIAN SIGNALS. (NOTE: INSTALL 2-3 IN. PVC SCHEDULE 80 CONDUIT BEND), y I /A J Y SPAN - 24 -11" INSTALLED IN ACCORDANCE WITH THE ROADWAY PLANS: OTHER THAN THOSE DETAILED ON THE PLAN, AND ALL PAVEMENT MARKING
E. INSTALL 10 FT. PEDESTAL POLE WITH BREAKAWAY COUPLINGS (MD 818.16-01), MODIFIED BASE, COUNTDOWN PEDESTRIAN SIGNAL(S), 55 i ——_ W SECONDARY - 29’ 2" CONFLICTS SHALL BE RESOLVED B8Y THE SHA ENGINEER.ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH SHA STANDARDS.
AUDIBLE TAGTILE PUSHBUTTON AND SIGN. (NOTE: 1-2 IN. PVC SCHEDULE 80 CONDUIT BEND). 8 | 110 : g /A ! 6D PRIMARY - 53¢ p" 4. SHA FORCES SHALL REMOVE THE CONTROLLER AND ALL AUXILIARY EQUIPMENT FROM THE CONTROLLERCABINET. ALL OTHER EXISTING
F.  POWER SERVICE TO BE REMOVED BY OTHERS. G \TO 7/ el 2 o L Al AN M AN 44/ \pD PRIMARY — 107 + SIGNALEQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THESIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL.
G. INSTALL BASE-MOUNTED S CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT AS SHOWN. (NOTE: INSTALL 2-2 IN. g [2 " i Y s 5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
AND 2-4 IN.PVC SCHEDULE 80 BENDS). | TR RN i o) E 6. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL
H. INSTALL METERED SERVICE PEDESTAL EMBEDDED. (NOTE: INSTALL 22 IN.AND 1-4 IN. BENDS.) A N EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJEGT ENGINEER.
J. INSTALL HANDHOLE. |/ WAL LT IR Y 7. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE
K. INSTALL HANDHOLE ORIENTED FOR NON-INVASIVE PROBES. UTTLITY HEIGHTS: YR Wit | Frepcon GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03,MD 818.01, MD 818,02, MD 818.04, THE CONTRACTOR SHALL VERIFY
L. INSTALL NON-INVASIVE PROBES AND 500 FOOT LEAD IN CABLE. SPAN — 23' g | ! f j1 il I ll ,' i ! | 827732-2178 ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
M.  INSTALL NON-INVASIVE PROBES AND 1000 FOOT LEAD IN CABLE. NEUTRAL - 29" ~11" ] 5 —
N. INSTALL 4 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED, PROVIDE CONDUIT BEND AT THE BASE OF UTILITY POLE. PRIMARY - 34’ 10" | : i i > X'SE ESG]JD?AASJS EO%H?E;T?SCETACT =0 RODENRIZER AT THE SIGNAL SHOP (410) 78727650 TO DELVER STATE OF MARYLAND
S NaTall ohoUe MOUNTED SIGN ON ON 4% 8 ovo0P FOST. PRIMARY - 40+ | 9. THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN PEDESTRIAN ACCESSIBILITY DEPARTMENT OF TRANSPORTATION
o INSTALL 4 IN P EDULE oo ELECTRICAL CONDOIT = Thenei . TO ALL OTHER QUADRANTS. STATE HIGHWAY ADMINISTRATION
' ALL 4 IN.PVC SCHEDULE 80 ELEGTRIGAL CONDUIT — TRENCHED. LIMIT OF PAVEMENT 10. THE CONTRACTOR SHALL COORDINATE WITH THE PRINCE GEORGE'S A5
S, INSTALL 3 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT ~ TRENCHED. ENSURE THE CONTINUED USE OF THE RED LIGHT CAMERAS. TRAFFIC ENGINEERING DESIGN DIVISION
T. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT ~ TRENCHED. MD 458 (SILVER HILL ROAD) AND
U.  INSTALL 24 iN. HEAT APPLIED, WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE. ! BORO PIKE
V. INSTALL 12 IN. HEAT APPLIED, WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSS WALK. MARLBORO
W. INSTALL GROUND MOUNTED SIGN ON ON 4"x 4" WOOD POST. SPALDING HEIGHTS, MD
X.  INSTALL HANDHOLE ON EXISTING CONDUIT. T AT ———
Y. USE EXISTING HANDHOLE, RESET WITH A NEW FRAME AND COVER. . " o < I 0 .
7. USE EXISTING CONDUIT. BB. USE EXISTING SIGNAL POLE AND REMOVE EXISTING APS PUSH BUTTON .
AA. USE EXISTING HANDHOLE. AND SIGN. INSTALL NEW AUDIBLE TACTILE PUSHBUTTON AND SIGN. I 5 APPROVALS REVISIONS SIGNALIZATION PLAN SHEET
) CC. USE EXISTING HANDHOLE, PULL BACK INTERCONNECT CABLE AND 02713 SiA NO. PG7865777 ) ,
GEOMETRIC LEGEND REDIRECT THE INTERCONNECT CABLE TO THE NEW CABINET. I o £ CONSTRUCT LoN SCALE_1 = 20 ADVERTISED DATE__8/13/1882  CONTRACT NO. _ P-726-501-785
DD. REMOVE EXISTING SIGNAL POLE (IF PRESENT, EXISTING SPAN) WITH I 3 AN \\S/ SIGNAL RE-CON K099
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EE. REMOVE EXISTING HANDHOLE. CAP AND ABANDON CONDUIT.
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